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User agreement

The BDM and all information below serve only as a tool for repair and diagnostic
functions. When buying the BDM tool, does the buyer agree to use the BDM tool as
described below, and within the normal user agreement for OptiCan flash tool
generally. It is up to the user him self to make sure that the use is within the
agreement of OptiCan, and with the ecu’s OBD Tuning provide as ready in the BDM
tool. OBD Tuning has no responsibility for wrong use of the BDM tool.
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Installation of PC Software

Installation - Option 1:
Put the CD-ROM in the computer. The installation should start automatically. If it
doesn't start, go to the CD drive, BDM directory — then click on SETUP

Installation - Option 2:

Copy the directory of BDM from the CD-ROM on to the hard drive. Then do the setup
manually from the dedicated directory. Now may you connect the OptiCan hardware,
and your computer will find a new USB device. Click for manually search of driver.
The driver is found on your hard drive: c:\program files\common files\OptiCan
Flasher\Treiber

Installation of Driver

Installation - Option 1.:

Connect the OptiCan hardware with the USB cable to your computers USB contact.
your computer will find a new USB device. Click for manually search of driver. The
driver is found on your hard drive: c:\program files\common files\OptiCan
Flasher\Treiber
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Power supply

Bosch ECU'’s:

The BDM Hardware uses power from the USB port on your computer, and with a
separate small power supply that comes with the BDM tool.

BDM Hardware

Power +12 bis 14Volt
Nur Notwendig bei ECU's wo nicht Extern
(Bosch) mit Strom versorgt wird!

Power +12 to 14Volt
Only Required for ECU's where not Ext
(Bosch) with power!

Adapter

Siemens/Delphi/Motorola ECU’s:

The BDM Hardware use only power from the USB port on your computer

The ECU’s it self has to be connected with separate power. There must the BDM
hardware NOT be powered with external power.

Hardware content:

1x BDM Hardware

1x Flat Cable 10Polig

1x Power 12Volt 1000mA

1x CD with PC BDM Software
1x Guide for BDM

NOTE

There can encounter situations with newer cars tth@tcommunication is not free. If this
happens, please contact us directly, and we willdrget the car listed and full functional in
the system. When using the BDM system, do we recemanyou to use a professional power

supply in order to give stable Voltage during tead and write. The Voltage should be +13V.
PLEASE READ ALL INFORMATION AND STUDY THE PHOTOS FO R EACH ECU BEFORE USE
OF THE BDM TOOL!
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FILE

Unpack
This option is used when you have a Slave system attached to the Master.

The *.BDMPAK file is now to be unpacked!
Note that the file will be connected to your Master system.

Save/Pack
This option is used when you have a Slave system attached to the Master.

The *.BDMPAK file is now to be packed!
Note that the file will be connected to your Master system.

Close
This close the software

CPU Type

Here do you need to choose the correct Processor type for the ecu you are to work
on. The Motorola processors are the most used types:

Motorola MPC 5xx / Bosch/Siemens/Delphi/Motorola/TRW/THW/usw.
Motorola MC 68332 / Trionic 5 = Opel + Saab + Vauxhall

Motorola MC YQQCU / Trionic 7 = Opel + Saab + Vauxhall

Motorola MC 68376 / Campi 01 = Lamborghini + Lotus

Motorola MC 68377 / Trionic 8 = Opel + Saab + Vauxhall
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Language

Preferences

Here may you choose your language.

Language

=)

Language

" Deutsch
« English

" Espancl

Administration

Update Software

Here can you update your software, so you always has the latest version. You need
to let the update software work until it stops — DO NOT DISCONNECT THE
INTERNET CONNECTION.

Update Hardware

Here can you update your hardware. The hardware must be connected to your
computer. DO NOT DISCONNECT NEITHER THE HARDWARE OR THE
INTERNET CONNECTION DURING THE UPDATE

Info

Version
The version number is shown in this picture:
\ersion @
Yersion 1.07

serial nurmber 07020225

Codes: OptiCan kMaster

Fegisterad to CBD

Harchware-/ersion 02.21-01.04

Copyright by OBD Tuning GmbH 2004 - 2007
License

Software License Agreement
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Help & Photos

Under each ecu type will you find photos and help directions. You can also find the
photos in this directory on your computer when the software is installed:
c:/program files/common files/OptiCan BDM/pic

Soldering version (only for use when you do not have the needles)

Version needle:
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